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Max. Travel of Cross 348mm 355mm 355mm

Slide

Max. Travel of Top 150mm
Slide

Travel of Tailstock 150mrm
Quill

Diameter of Tailstock 75mm
Quill
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Description Email us at: export@civilmechanicalindia.com
Heavy Duty Lathe Machine

Technical specification

Max.Swing over Bed 500mm 560mm 660mm 760mm
Max.Swing over 290mm 350mm 440mm 540mm
Cross Slide
Max. Swing in Gap 760mm 780mm 870mm 965mm
Width of Gap 250 mm
Max. Length of 1000mm / 1500mm / 2000mm / 3000mm
Workpiece (ABC)
Width of Guideway 394mm
Main Spindle Bore 82 mm
Taper of Spindle Bore 90 mm / 1:20
Spindle Nose D-8
No. / Range of 16 / 26-2000rpm 23-1800rpm
Spindle Speed
Longitudinal Feed 0.044 -1.48mm / rev
Cross Feed 0.022 - 0.74mm / rev
Metric Thread 0.35-80mm (53 or 77)
Whitworth Thread 7/16 - 80 TPI (47)
Range of Module 0.2-40mm (45 or 66)
Pitches
Dia. Metrical Pitch 7/8 - 160 DP (42)
Thread
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