
 

  

 

    Product name:
  VIBRATING PLATE COMPACTOR

  Product code:
  VIBRATING0001

 

  Description

VIBRATING PLATE COMPACTOR

Technical specification

The heavy duty machine uses plates or rollers to compact soil or concrete and create a dense flat base. They often used

at construction sites, the Vibrating Plate Compactors are easy to maintain and due to its free design, it ensures high-

quality use on block paving, granular materials, and soils. The heavy models of vibrating compactors are used in road,

railway, footpath constructions and trench work. Due to its low maintenance, excellent performances, easy handling and

operations, these vibrating compactors is an extensively demanded machine. It is created using high-grade raw materials.

In order to ensure the adherence of the industry norma sand standards, these compactors are examined multiple times.

Its high mobility and low height makes it an easily accessible compacter in the most difficult areas of construction. 

Compacting Surface 0.26 Sq. Meters (2.88 Sq. Ft.

Height 648 mm. (25.5 ins.) with handle extension removed.

Width 630 mm (28 ins.)

Weight 150 Kg. Appro

Centrifungal Force 1.811 Kg (3.995 lbs.) (Vibrating unit)

Forwarding Motion 14 to 20 Meters per minute (45 to 85 per min.)

Depending upon back till or surface conditions.

Power A:3 H.P3 Phase 2800 R.P.M

B:5 H.P Diesel
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